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Filtro para purificación de dializado
Filtro utilizado para eliminar endotoxinas y bacterias en el líquido de diálisis.



Filtro para purificación de dializado

EF-01EF-02

Característica para líquido de diálisis limpio

Reducción de endotoxinas y bacterias

- Eliminar endotoxinas y bacterias en el líquido de diálisis bloqueando la capa de la piel
cuandoSe filtra el líquido de diálisis.

Función de seguridad y fácil operación.

Prueba de filtración de
fugas

- El filtro se examina automáticamente cada vez antes del tratamiento para garantizar la seguridad de su uso.

Fácil manejo (EF-02)

- El soporte especial permite una operación de reemplazo de filtro fácil y sencilla.- Los mensajes de estado e
instrucciones lo llevan a reemplazar el filtro de manera correcta y precisa.

Capa de apoyo(De
baja densidad)

Estructura única de múltiples capas

Capa de piel
Bloques de capas de piel muy densas

(Muy denso)
endotoxina y capa de
soporteadsorbe la endotoxina que
pasócapa de piel.

Capa de piel

(Muy denso)

Imagen de microscopio electrónico de barrido (SEM)

Especi fi caciones

Especificación Conexión

Membrana Membrana Eficaz EsterilizaciónModelo Membrana
diámetro interno grosor superficie Entrada / Salida

material
( metro) ( metro) área (m) 2

Acoplador
EF-01 210 30 1.2 Tipo húmedo Rayo gammaPEPA (Conector rápido)

(Poliésteraleación de polímero)

EF-02 210 50 1.0 Tipo seco Rayo gamma Titular original

• La apariencia y las especificaciones están sujetas a cambios sin previo aviso.• La fotografía de
la vista exterior puede parecer diferente debido a la calidad de impresión.• Lea el manual de
operación adjunto antes de usar.

Para obtener información, llame al

20-3, Ebisu 4-Chome, Shibuya-ku, Tokio 150-6022, JapónTeléfono:
+ 81-3-3443-3727Envíe por fax: +
81-3-3440-0681http://www.nikkiso.com

derechos de autor © 2014 NIKKISO Co., LTD. Todos los derechos reservados. Catalog No. 747 2014.06 (K)



Filter for Dialysate Purification
Filter used to remove endotoxins and bacteria in dialysis fluid

EF-01
EF-02



• The appearance and specifications are subject to change without prior notice.
• The photograph of the exterior view may appear different due to printing quality.
• Read the accompanying operation manual before use.

Specifications

Unique multi-layer structure

Highly dense skin layer blocks
endotoxin, and supporting layer 
adsorbs endotoxin which passed 
skin layer.

EF-01 EF-02
Filter for Dialysate Purification

Membrane
material

Speci�cation

Membrane
inner diameter

(   m)

Membrane
thickness

(   m)

Effective
surface

area (m2)

Model

EF-01

EF-02

Sterilization
Inlet/Outlet

PEPA
(Polyester 

polymer alloy)

Gamma ray

Gamma ray

Wet type

Dry type

Coupler
(Quick connector)

Original holder

Connection

210

210

30

50

1.2

1.0

Endotoxin and bacteria reduction
 - Remove endotoxin and bacteria in dialysis fluid by blocking at skin layer when 

dialysis fluid is filtered.

Feature for clean dialysis fluid

Filter leak test
 - The filter is examined automatically every time before treatment for the safety of use.

Function for safety and easy operation

 - Special holder enables easy and simple filter replacing operation.
 - Messages of status and instruction lead you to replace the filter in right and accurate manner.

Easy handling (EF-02)

Scanning Electron Microscope (SEM) Image

Skin layer
(High dense)

Supporting layer
(Low dense)

Skin layer
(High dense)
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For information, Call

20-3, Ebisu 4-Chome, Shibuya-ku, Tokyo 150-6022, Japan
Phone : +81-3-3443-3727
Telefax: +81-3-3440-0681
http://www.nikkiso.com
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